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(prior to 
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250 FT

50O FT

100O FT

164O FT

250 FT

350 FT

100O FT

5OO FT

48 IN X 48 IN

48 IN X 48 IN
48 IN X 48 IN

48 IN X 48 IN
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48 IN X 48 IN

48 IN X 48 IN 48 IN X 48 IN

J
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W6-3
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20 FT

 

NOTES

10 FT
10 FT

36 IN X 48 IN

48 IN X 48 IN

36 IN X 48 IN

10 FT

Traffic Sign

Type B Light

Channelizing Devices

Type III Barricades

Flashing Arrow Panel (Type ’C’)

Work Area

Direction of Travel

 

 

 See TC-00(C) for spacing of

channelizing devices in tapers

and tangent areas.

See Note #4

See Note #4

SPACING

48 IN X 30 IN

R11-2

SEE TC-00(A), TC-00(B), TC-00(C), AND TC-00(D)

’A’ ’B’ ’C’

50O FT

N/A

N/A

8OO FT

A B

AB

C C

C C

ALL TC DETAILS SHOW MINIMUM CONSTRUCTION SIGNING.

ALL SITUATIONS SHALL BE REVIEWED AND/OR DESIGNED BY THE ENGINEER.

CONTRACTORS ARE RESPONSIBLE FOR COMPLYING WITH ALL TC DETAILS.

(MIN. Buffer Space)

See TC-00(C)

 

 

 This sheet shall  be used with the Temporary Traffic Control General  Notes

sheets TC-00(A), TC-00(B), TC-00(C), and TC-00(D).

1. This layout represents the minimum traffic controls required

for closure of two adjacent lanes on a four-lane undivided highway.

For advance signing see TC-00(D).

2. When this layout is authorized to be used during nighttime hours or

if the width of the traffic lanes are 11 feet or less, the contractor

shall be required to use flex posts or super cones to separate 

head-to-head (two-lane two way traffic).

3. A flagger shall be used to alert motorists when equipment or workers

encroach within 2 feet of an open lane.  The flagger shall be posted 

adjacent to the open traffic lane and immediately upstream of each 

operation.  Encroachment shall be held to a minimum.

4. When traffic control is planned to be in place for more than 3 days, 

conflicting pavement markings shall be removed and temporary 

markings added.

5. Neither work activity nor storage of equipment, vehicles, or materials

shall occur within the buffer space.

 

See TC-00(C)

L � L

See TC-00(C)

MIN> Buffer Space

See TC-00(C)

L� L� L

FOR IN
FORMATIO

NAL P
URPOSES O

NLY

03
/20

10


